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Certificate Holder: SIT GAS CONTROLS PTY LTD
ABN/ACN No. (if applicable): 006 090 357
Manufacturer: SIT LA PRECISA SRL
Agent (if applicable): N/A
Type of Component: CLASS 3 VALVE TYPE THERMOELECTRIC
FLAME SAFEGUARD
Model No. & Description: SIT

(Refer www.aga.asn.au for more details) 420 B3

Rated Working Pressure: 5 kPa
Rated Temperature Range: 0°C to 80°C

Relevant Standard(s): AS 4620-2004

This is to certify that the particular COMPONENT specifically described herein and supplied to The Australian Gas
Association (hereafter called the AGA) by the Certificate Holder named above has been subject to “type-testing” and
assessed by the AGA to comply with the requirements of the AGA’s Product Certification Scheme for Type Tested Gas
Products.

This Certificate is issued on the express conditions that:

(i) The Certificate Holder undertakes to comply with the Rules Governing The AGA’s
Product Certification Scheme (hereafter called the Rules Governing);

(i)  This Certificate remains the property of the AGA; and
(iii) The AGA reserves the right to cancel this Certificate in accordance with the Rules

Governing, and in such an event the Certificate Holder undertakes to surrender the
Certificate to the AGA upon request.
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Thermoelectric Flame Safeguards

SIT Gas Controls Pty Ltd

Relevant Standard/s: AS 4620 | 2004 | Thonnoo!oc_f;ft;?iamc safeguards | 24/11/2004
SIT
3533 583
SIT Class 3 Valve Type Thermoelectric Flame Safeguard kPa Rating
Model:
420 B3 5

Rated Temperature Range: 0°C tc 80°C
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